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SpectrAlert® Advance 
Weatherproof Plates

SpectrAlert Advance weatherproof plates enable 

flush mounting on a variety of wall surfaces.

Features
Weatherproof per NEMA 3R •	

For use with indoor and outdoor applications•	

Flush mount outdoor and outdoor replacement models to brick, •	
ceramic tile, concrete, and masonry brick

For use with all K series (outdoor) products and -R replacement •	
models

Universal mounting plate easily attaches to the weatherproof plate•	

The WTP series weatherproof plates enable installers to flush 
mount outdoor horns, strobes, horn strobes, speakers, and speaker 
strobes to a variety of wall surfaces, including brick, ceramic tile, 
concrete, and masonry brick.

These NEMA 3R-rated plates come in red and white to suit aesthetic 
and functional requirements. They may be used indoors or outdoors 
with outdoor devices, as required by conditions, and easily attach to 
the SpectrAlert Advance universal mounting plate.
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Specifications
Architectural/Engineering Specifications
The	SpectrAlert	Advance	weatherproof	plate	for	horns,	strobes,	and	horn	strobes	shall	mount	to	4x4x11/4-inch	and	2x4x11/2-inch	back	boxes.	The	weatherproof	
plate	for	speakers	and	speaker	strobes	shall	mount	to	4x4x21/8-inch	back	boxes.	The	weatherproof	plate	may	be	installed	on	brick,	concrete,	ceramic	tile,	and	
masonry brick and must be used with System Sensor outdoor “K” series and outdoor “K” series replacement models (-R).  Outdoor SpectrAlert Advance products 
shall	operate	between	-40°F	and	151°F.

Physical Specifications 
Speaker Strobe 7.25”	L	x	6.26”	W	x	3.00”	D	(including	speaker	and	lens)

Speaker 7.25”	L	x	6.26”	W	x	1.30”	D	(including	speaker)

Horn Strobe 6.90”	L	x	5.90”	W	x	2.80”	D	(including	strobe	lens)

Horn 6.90”	L	x	5.90”	W	x	1.60”	D	(including	horn)
Note:	WTP	and	WTPW	are	compatible	with	4x4x11/4-inch	and	2x4x11/2-inch	back	boxes.
WTP-SP	and	WTP-SPW	are	compatible	with	4x4x21/8-inch	back	boxes.	

Models Available for Use with the WTP:
Horns HRK-R, HRK

Strobes SRK-R, SRHK-R, SWK-R, SWHK-R, SRK, SRHK, SHHK-P, SWK, SWK-P SWHK, SWHK-P

Horn Strobes P2RK-R,	P2RHK-R,	P4RK-R,	P2WK-R,	P2WHK-R,	P2RK,	P2RK-P	P2RHK,	P2WK,	P2WK-P,	P2WHK,	P2WHK-P

Speakers SPRK-R, SPWK-R, SPWK, SPRK

Speaker Strobes SPSRK-R, SPSWK-R, SPSWK, SPSWK-P, SPSRK, SPSRK-P
Note:	-R	models	ship	without	the	outdoor	back	box.	Standard	outdoor	and	outdoor	-P	models	ship	with	an	outdoor	back	box	that	is	not	
needed when using the weatherproof plate.


